






 
 

SRG LPG Jumbo Valve Type 412 
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Inlet Connections Outlet Connection Pressure relief valve 

 W28.8 DIN 477, 
 3/4-14 NGT, 
 W19.8 DIN 477, 

 other threads available on 
request 

 35 mm to EN 12864, 
fig. G.56 

set to: 
 21 bar, Flow capacity 5m3air/min, 
 26 bar, Flow capacity 5m3air/min, 
 35 bar, Flow capacity 5m3air/min, 
 other settings available on request 

  
Product 
Description: 

The original SRG Jumbo Valve is self-closing and can be used with butane, propane or any mixture of 
the two.  
 
No tools are required to connect the regulator to the valve. 
 
Optional: 
The valve can be equipped with a plastic cap, which helps protect the valve against dust or water when 
not in use. This cap does not afford a pressure tight seal. 
 

Materials and 
Standards: 

The SRG Jumbo Valve is manufactured entirely of corrosion-resistant materials such as brass, 
stainless steel and acetal resin. 
 
The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 
The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the 
regulator. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Jumbo Valve comes packed in cardboard boxes. 
 

 



 
 

SRG LPG Jumbo Valve Type 413 
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Inlet Connections Outlet Connection Pressure relief valve 

 W28.8 DIN 477, 
 3/4-14 NGT, 
 W19.8 DIN 477, 
 17.63 BS 341 

 other threads available on 
request 

 35 mm to EN 12864, 
fig. G.56 

without or set to: 
 21 bar, Flow capacity 5m3air/min, 
 26 bar, Flow capacity 5m3air/min, 
 35 bar, Flow capacity 5m3air/min, 
 other settings available on request 

  
Product 
Description: 

The original SRG Jumbo Valve is self-closing and can be used with butane, propane or any mixture of 
the two. 
 
No tools are required to connect the regulator to the valve. 
 
The sealed dust plug in this valve helps protect against ingress of dirt and foreign matter so the plastic 
protection cap is not required. Additionally, the dust plug forms a second shut-off valve which provides 
extra safety against leakage. 
 

Materials and 
Standards: 

The SRG Jumbo Valve is manufactured entirely of corrosion-resistant materials such as brass, 
stainless steel and acetal resin. 
 
The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 
The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the 
regulator. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Jumbo Valve comes packed in cardboard boxes. 
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                                                                                                                                                                    412 / 1539-003 

 

 

 
Inlet Connections Outlet Connection Pressure relief valve 

 W28.8 DIN 477, 
 3/4-14 NGT, 
 W19.8 DIN 477, 

 other threads available on 
request 

 35 mm to EN 12864, 
fig. G.56 

set to: 
 21 bar, Flow capacity 5m3air/min, 
 26 bar, Flow capacity 5m3air/min, 
 35 bar, Flow capacity 5m3air/min, 
 other settings available on request 

  
Product 
Description: 

The latest Monobody Version of the original SRG Jumbo Valve is self-closing and can be used with 
butane, propane or any mixture of the two. It allows easy and cost-effective repair / replacement of the 
main valve components.  
 
The valve is available in the classic open design (Type 412) or with the sealed dust plug (Type 413) 
which is design to protect against the ingress of dirt and foreign matter so the plastic protection cap is 
not required. Additionally, the dust plug forms a second shut-off valve which provides extra safety 
against leakage 
 
No tools are required to connect the regulator to the valve. 
 
Optional: 
The valve Type 412 can be equipped with a plastic cap, which helps protect the valve against dust or 
water when not in use. This cap does not afford a pressure tight seal. 
 

Materials and 
Standards: 

The SRG Jumbo Valve is manufactured entirely of corrosion-resistant materials such as brass, 
stainless steel and acetal resin. 
 
The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 
The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the regula-
tor. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Jumbo Valve comes packed in cardboard boxes. 
 



 
 

SRG LPG Jumbo Valve Type 414 
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Inlet Connections Outlet Connection Pressure relief valve 

 W28.8 DIN 477, 
 3/4-14 NGT, 
 W19.8 DIN 477, 
 17.63 BS 341 

 other threads available on 
request 

 35 mm to EN 12864, 
fig. G.56 

without or set to: 
 21 bar, Flow capacity 5m3air/min, 
 26 bar, Flow capacity 5m3air/min, 
 35 bar, Flow capacity 5m3air/min, 
 other settings available on request 

  
Product 
Description: 

The original SRG Jumbo Valve is self-closing and can be used with butane, propane or any mixture of 
the two. 
 

No tools are required to connect the regulator to the valve. 
 

 
Optional: 
The valve can be supplied with a pressure tight cap in both short or long versions. These caps help 
protect the valve against the ingress of dirt or foreign matter when the valve is not in use and provide 
additional safety by effecting a pressure tight seal should the valve be found to leak in service. 
 
 

Materials and 
Standards: 

The SRG Jumbo Valve is manufactured entirely of corrosion-resistant materials such as brass, 
stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Valves can also be supplied with no plastic components. 
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 

The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the 
regulator. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Jumbo Valve comes packed in cardboard boxes. 
 



 
 

SRG LPG Jumbo Valve Type 415 
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Inlet Connections Outlet Connection Pressure relief valve 

 W28.8 DIN 477, 
 3/4-14 NGT, 

 other threads available on 
request 

 35 mm to EN 12864, 
fig. G.56 

without 

  
Product 
Description: 

The original SRG Jumbo Valve is self-closing and can be used with butane, propane or any mixture of 
the two. 
 

No tools are required to connect the regulator to the valve. 
 
 

Optional: 
The valve can be supplied with a pressure tight cap in both short and long versions. These caps help 
protect the valve against the ingress of dirt or foreign matter when the valve is not in use and provide 
additional safety by effecting a pressure tight seal should the valve be found to leak in service.  
 
 
 

Materials and 
Standards: 

The SRG Jumbo Valve is manufactured entirely of corrosion-resistant materials such as brass, 
stainless steel and acetal resin. 
 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 
 

The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the 
regulator. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Jumbo Valve comes packed in cardboard boxes. 
 

 



 
 

SRG LPG Mini Jumbo Valve Type 416 
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Inlet Connections Outlet Connection Pressure relief valve 

 W28.8 DIN 477, 
 3/4-14 NGT, 

 other threads available on 
request 

 16 mm to EN 12864, 
fig. G.50 

without or set to: 
 21 bar, Flow capacity 5m3air/min, 
 26 bar, Flow capacity 5m3air/min, 
 other settings available on request 

  
Product 
Description: 

The SRG Mini Jumbo Valve is self-closing and can be used with butane, propane or any mixture of the 
two. 
 

No tools are required to connect the regulator to the valve. 
 
The valves with labyrinth insert can be used with either single stage or two stage regulators, the valves 
without labyrinth insert can be used only with two stage regulators. 
 
Optional: 
The valve can be equipped with a pressure tight plastic cap, which helps protect the valve against 
ingress of dirt or foreign matter when not in use and provide additional safety by effecting a pressure 
tight seal should the valve be found to leak in service. 
 

Materials and 
Standards: 

The SRG Mini Jumbo Valve is manufactured entirely of corrosion-resistant materials such as brass, 
stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 

The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the 
regulator. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Mini Jumbo Valve comes packed in cardboard boxes. 
 



 
 

SRG LPG Compact Valve Type 425 
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Inlet Connections Outlet Connections Pressure relief valve 

 W28.8 DIN 477, 
 3/4-14 NGT, 
 17.63 BS 341, 
 W19.8 DIN 477, 

 other threads available on 
request 

 20 mm to EN 12864, 
fig. G.52 

 21 mm to EN 12864, 
fig. G 53 

 22 mm to EN 12864, 
fig. G 54 

without or set to: 
 26 bar, Flow capacity 5m3air/min, 
 21 bar, Flow capacity 5m3air/min, 
 26 bar, Flow capacity 10m3air/min, 
 other settings available on request 

  
Product 
Description: 

The SRG Compact Valve is self-closing and can be used with butane, propane or any mixture of the 
two.  
 
No tools are required to connect the regulator to the valve. 
 
Optional: 
 The valve can be equipped with a pressure tight plastic cap, which helps protect the valve against 
ingress of dirt or foreign matter when not in use and provide additional safety by effecting a pressure 
tight seal should the valve be found to leak in service.  
 Also available is a version with a „sediment pipe“ which helps to protect the valve against ingress of 
dirt and rust if the cylinder is inverted. 
 

Materials and 
Standards: 

The SRG Compact Valve is manufactured entirely of corrosion-resistant materials such as brass, 
stainless steel and acetal resin. 
 
The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications. 
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 
The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the 
regulator. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Compact Valve comes packed in cardboard boxes. 
 



 
 

SRG LPG Dual Sealing Compact Valve Type 426 
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Inlet Connections Outlet Connections Pressure relief valve 

 W28.8 DIN 477, 
              3/4-14 NGT, 
             M26x1.5 
              17.63 BS 341, 
 other threads available on 

request 

 20 mm to EN 12864, 
fig. G.52 

 21 mm to EN 12864, 
fig. G 53 

 22 mm to EN 12864, 
fig. G 54 

without or set to: 
 21 bar, Flow capacity 5m3air/min, 
 26 bar, Flow capacity 5m3air/min, 
 26 bar, Flow capacity 10m3air/min, 
 other settings available on request 

  
Product 
Description: 

The SRG Dual Sealing Compact Valve is self-closing and can be used with butane, propane or any 
mixture of the two. 
 
No tools are required to connect the regulator to the valve. 
 
The sealed dust plug in this valve helps protect it against ingress of dirt. Therefore the plastic 
protection cap is not essential. Additionally, the dust plug forms a second shut-off valve to provide extra 
safety against leakage. 
 

Materials and 
Standards: 

The SRG Dual Sealing Compact Valve is manufactured entirely of corrosion-resistant materials such 
as brass, stainless steel and acetal resin. 
 
The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an  ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 
 
The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the 
regulator. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Compact Valve comes packed in cardboard boxes. 
 

 



 
 

SRG LPG Snap Tight Valve Type 427 
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Inlet Connections Outlet Connection Pressure relief valve 

 W28.8 DIN 477, 
 3/4-14 NGT, 
 17.63 BS 341, 

 other threads available on 
request 

 27 mm to EN 12864, 
fig. G.59 

without or set to: 
 21 bar, Flow capacity 5m3air/min, 
 26 bar, Flow capacity 5m3air/min, 
 35 bar, Flow capacity 5m3air/min, 
 other settings available on request 

  
Product 
Description: 

The SRG Snap Tight Valve is self-closing and can be used with butane, propane or any mixture of the 
two. 
 

No tools are required to connect the regulator to the valve. 
 

The dust plug in this valve helps protect it against ingress of dirt. Therefore a plastic protection cap is 
not required. Additionally, the dust plug forms a second shut-off valve to provide extra safety against 
leakage. 
 

Optional: 
The consumer seal is also available as a quad-ring 
 

Materials and 
Standards: 

The SRG Snap Tight  Valve is manufactured entirely of corrosion-resistant materials such as brass, 
stainless steel and acetal resin. 
 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 
 

The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the 
regulator. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Snap Tight Valve comes packed in cardboard boxes. 
 

 



 
 

SRG LPG Bayonet Valve Type 428 
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Inlet Connections Outlet Connection Pressure relief valve 

 3/4-14 NGT, 
 other threads available on 

request 

 Bayonet Connection to 
EN12864, 
fig. G.61 

without or set to: 
 26 bar, Flow capacity 5m3air/min, 
 other settings available on request 

  
Product 
Description: 

The SRG Bayonet Valve is self-closing and can be used with butane, propane or any mixture of the 
two.  
 

No tools are required to connect the regulator to the valve. 
 

Optional: 
 The valve can be equipped with a “sediment pipe”, which helps protect the valve against dirt and rust 
if the cylinder is inverted. 
 Also available is a version with a flow limiter, which restricts the gas flow automatically in case of 
excess offtake such as failure of the gas hose. 
 The valve can be supplied with a pressure tight plastic cap, which helps protect the valve against 
ingress of dirt or foreign matter when not in use and provide additional safety by effecting a pressure 
tight seal should the valve be found to leak in service. 
 

Materials and 
Standards: 

The SRG Bayonet Valve is manufactured entirely of corrosion-resistant materials such as brass, 
stainless steel and acetal resin. 
 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  
 

Quality 
standards: 

The valves are manufactured in full compliance with EN 13152. SRG’s quality-control system carries 
an ISO 9001 certificate and is continually assessed by the Notified Body. 
 

Operation: When the regulator is in the off position or disconnected, the valve seal will close automatically by 
means of a stainless steel spring assisted by the gas pressure in the cylinder. 
 

The rubber gasket fitted on the valve ensures a gas-tight connection between the valve and the 
regulator. The material is ozone resistant which extends the usable life of the seal. 
 

Packaging: The SRG Bayonet Valve comes packed in cardboard boxes. 
 



 
 

SRG LPG Low Pressure Compact Regulator Type 541 
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Inlet Connections Outlet Connections 

 20 mm to EN 12864, fig. G.52 
 21 mm to EN 12864, fig. G.53 
 22 mm to EN 12864, fig. G.54 

  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  other outlet connections available on request 

Outlet Pressure Color 

 28 mbar 
 30 mbar 

 other settings available on request 

 blue grey  
 other colors available on request 

  

Product 
Description: 

The SRG Compact Regulator in connection with the SRG cylinder valve reduces the high gas pressure 
in the cylinder to the low service pressure. (Single stage regulation). 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 

The regulator can be equipped with a flow limiter which cuts off the gas flow automatically at approx. 
1500 l air/hr. (under normal cylinder pressure) in case of a ruptured gas tubing or the gas tubing is 
pulled off. After cut-off the gas escape is limited to maximum 35 l air/hr. 

Additionally the regulator can be supplied with a child-safe lock: the tap can be turned to ON position 
only if the red button in the tap is pressed simultaneously. 

Regulator inlet with additional shut-off valve for extra safety. 
 

Regulators can be supplied with a reinforced diaphragm. 
 

No tools are required to connect the regulator to the valve. 
 

For the outlet connection there is also an angled nozzle available. (see picture) 
 

Materials and 
Standards: 

The SRG Compact Regulator is made of a zinc die casting (body and cover) and other corrosion-
resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of  EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the       
Notified Body. 
 

Capacity: Rated for inlet pressure of between 0,3 and 16 bar the regulator has a capacity of 1,0 kg gas/hr. 
 

Operation: Connection lever and on/off tap interlocked to ensure easy and safe handling: 
 

- Connection is simple, by just pressing down 
 

- Cannot be unintentionally disconnected. 
 

- Switching on is possible only when the regulator is connected properly with the cylinder valve 
. 

Packaging: The SRG Compact Regulator comes packed separately in a folding box. The folding boxes are packed 
in cardboard boxes. 

 



 
 

SRG LPG Low Pressure Snap Tight Regulator Type 547 
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Inlet Connection Outlet Connections 

 27 mm to EN 12864, fig. G.59 
  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  other outlet connections available on request 

Outlet Pressure Color 

 28 mbar 
 30 mbar 

 other settings available on request 

 blue 
 other colors available on request 

  

Product 
Description: 

The SRG Snap Tight Regulator in connection with the SRG cylinder valve reduces the high gas 
pressure in the cylinder to the low service pressure. (Single stage regulation). 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 

The regulator can be equipped with a flow limiter which cuts off the gas flow automatically at approx. 
1500 l air/hr. (under normal cylinder pressure) in case of a ruptured gas tubing or the gas tubing is 
pulled off. After cut-off the gas escape is limited to maximum 35 l air/hr. 

Regulator inlet with additional shut-off valve for extra safety. 
 

Regulators can be supplied with a reinforced diaphragm. 
 

No tools are required to connect the regulator to the valve. 
 
 

Materials and 
Standards: 

The SRG Snap Tight Regulator is made of a zinc die casting (body and cover) and other corrosion-
resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  
 

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the        
Notified Body. 
 

Capacity: Rated for inlet pressure of between 0,3 and 16 bar the regulator has a capacity of 1,0 kg gas/hr. 

Operation: Connection lever and on/off tap interlocked to ensure easy and safe handling: 
 

- Connection is simple, by just pressing down 
 

- Cannot be unintentionally disconnected. 
 

- Switching on is possible only when the regulator is connected properly with the cylinder valve. 
. 

Packaging: The SRG Snap Tight Regulator comes packed separately in a folding box. The folding boxes are 
packed in cardboard boxes. 

 



 
 

SRG LPG Low Pressure Bayonet Regulator Type 548 
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Inlet Connection Outlet Connections 

 Bayonet Connection to  
EN 12864, fig. G.61 

  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  other outlet connections available on request 

Outlet Pressure Color 

 28 mbar 
 30 mbar 

 other settings available on request 

 blue 
 other colors available on request 

  

Product 
Description: 

The SRG Bayonet Regulator in connection with the SRG cylinder valve reduces the high gas pressure 
in the cylinder to the low service pressure. (Single stage regulation). 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 

The regulator can be equipped with a flow limiter which cuts off the gas flow automatically at approx. 
1500 l air/hr. (under normal cylinder pressure) in case of a ruptured gas tubing or the gas tubing is 
pulled off. After cut-off the gas escape is limited to maximum 35 l air/hr. 

Additionally the regulator can be supplied with a child-safe lock: the tap can be turned to ON position 
only if the red button in the tap is pressed simultaneously. 

Regulator inlet with additional shut-off valve for extra safety. 
 

Regulators can be supplied with a reinforced diaphragm. 
 

No tools are required to connect the regulator to the valve. 
 

For the outlet connection there is also an angled nozzle available. (see picture) 
 

Materials 
and 
Standards: 

The SRG Bayonet Regulator is made of a zinc die casting (body and cover) and other corrosion-
resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the       
Notified Body. 
 

Capacity: Rated for inlet pressure of between 0,3 and 16 bar the regulator has a capacity of 1,0 kg gas/hr. 
 

Operation: Connection lever and on/off tap interlocked to ensure easy and safe handling: 
 

- Connection is simple, by just pressing down and move clockwise for 45 degrees. 
 

- Cannot be unintentionally disconnected. 
 

- Switching on is possible only when the regulator is connected properly with the cylinder valve 
. 

Packaging: The SRG Bayonet Regulator comes packed separately in a folding box. The folding boxes are packed 
in cardboard boxes. 

 



 
 

SRG LPG High Pressure Jumbo Regulator Type 552 
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Inlet Connection Outlet Connections 

 35 mm to EN 12864, fig. G.56 

  3/8 BSP - LH 
  W 21.8 x 1.814 - LH, to EN 12864, fig. G.4 
  W 22 x 1/22 - LH, to EN 12864, fig. G.6 
  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  other outlet connections available on request 

Outlet Pressure Color 

0-2 bar 
 blue grey  

 other colors available on request 
  

Product 
Description: 

The SRG Adjustable High Pressure Jumbo Regulator in connection with the SRG cylinder valve 
reduces the high gas pressure in the cylinder to the outlet pressure from 0-2 bar which is required for 
the operation of torches, burners and furnaces for commercial and industrial applications. (Single stage 
regulation with reinforced diaphragm) 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 
 

No tools are required to connect the regulator to the valve. 
 
 

Materials and 
Standards: 

The SRG Adjustable High Pressure Jumbo Regulator is made of a zinc die casting (body and cover) 
and other corrosion-resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the       
Notified Body. 
 
 

Capacity: Rated for inlet pressure of between 2,5 and 16 bar the regulator has a capacity of 4,0 kg gas/hr. 

 

Operation: The regulator is fixed to the cylinder valve by means of stainless steel balls which are held in the ball-
groove of the cylinder valve under the pressure of a spring loaded locking ring. The snap-in action of 
the coupling ensures a tight connection between the regulator and the cylinder valve. 
 

The delivery pressure can be adjusted between 0 and 2 bar by turning the control knob anti-clockwise 
for increasing the pressure, respectively clockwise for reducing the pressure. 
 
. 

Packaging: The SRG Adjustable High Pressure Jumbo Regulator comes packed separately in a folding box. The 
folding boxes are packed in cardboard boxes. 

 



 
 

SRG LPG High Pressure Compact Regulator Type 555 
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Inlet Connections Outlet Connections 

 20 mm to EN 12864, fig. G.52 
 21 mm to EN 12864, fig. G.53 
 22 mm to EN 12864, fig. G.54 

  3/8 BSP - LH 
  W 21.8 x 1.814 - LH, to EN 12864, fig. G.4 
  W 22 x 1/22 - LH, to EN 12864, fig. G.6 
  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  other outlet connections available on request 

Outlet Pressure Color 

0-2 bar 
 blue grey  

 other colors available on request 
  

Product 
Description: 

The SRG Adjustable High Pressure Compact Regulator in connection with the SRG cylinder valve 
reduces the high gas pressure in the cylinder to the outlet pressure from 0-2 bar which is required for 
the operation of torches, burners and furnaces for commercial and industrial applications. (Single stage 
regulation with reinforced diaphragm) 
The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 
Regulator inlet with additional shut-off valve for extra safety. 
 

No tools are required to connect the regulator to the valve. 
 

Materials and 
Standards: 

The SRG Adjustable High Pressure Compact Regulator is made of a zinc die casting (body and cover) 
and other corrosion-resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 
The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the       
Notified Body 
 

Capacity: Rated for inlet pressure of between 2,5 and 16 bar the regulator has a capacity of 8,0 kg gas/hr. 
 

Operation: Connection lever and on/off tap interlocked to ensure easy and safe handling: 
 

- Connection is simple, by just pressing down 
 

- Cannot be unintentionally disconnected. 
 

- Switching on is possible only when the regulator is connected properly with the cylinder valve  

The delivery pressure can be adjusted between 0 and 2 bar by turning the control knob anti-clockwise 
for increasing the pressure, respectively clockwise for reducing the pressure. 
. 

Packaging: The SRG Adjustable High Pressure Compact Regulator comes packed separately in a folding box. The 
folding boxes are packed in cardboard boxes. 
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Inlet Connection Outlet Connections 

 16 mm to EN 12864, fig. G.50 

  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  3/8 BSP - LH, 
  other outlet connections available on request 

Outlet Pressure Color 

0-2 bar 
 blue grey  

 other colors available on request 
  

Product 
Description: 

The SRG Adjustable High Pressure Mini Jumbo Regulator in connection with the SRG cylinder valve 
reduces the high gas pressure in the cylinder to the outlet pressure from 0-2 bar which is required for 
the operation of torches, burners and furnaces for commercial and industrial applications. (Single 
stage regulation with reinforced diaphragm) 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 

No tools are required to connect the regulator to the valve. 
 

Materials and 
Standards: 

The SRG Adjustable High Pressure Mini Jumbo Regulator is made of a zinc die casting (body and 
cover) and other corrosion-resistant and LPG-proof materials such as brass, stainless steel and acetal 
resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the       
Notified Body. 
 
 

Capacity: Rated for inlet pressure of between 2,5 and 16 bar the regulator has a capacity of 4,0 kg gas/hr. 
 
 

Operation: The regulator is fixed to the cylinder valve by means of stainless steel balls which are held in the ball-
groove of the cylinder valve under the pressure of a spring loaded locking ring. The snap-in action of 
the coupling ensures a tight connection between the regulator and the cylinder valve. 
 

The delivery pressure can be adjusted between 0 and 2 bar by turning the control knob anti-clockwise 
for increasing the pressure, respectively clockwise for reducing the pressure. 
. 

Packaging: The SRG Adjustable High Pressure Mini Jumbo Regulator comes packed separately in a folding box. 
The folding boxes are packed in cardboard boxes. 
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Inlet Connection Outlet Connections 

 27 mm to EN 12864, fig. G.59 
  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10 for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  other outlet connections available on request 

Outlet Pressure Color 

0-2 bar 
 blue grey  

 other colors available on request 
  

Product 
Description: 

The SRG Adjustable High Pressure Snap Tight Regulator in connection with the SRG cylinder valve 
reduces the high gas pressure in the cylinder to the outlet pressure from 0-2 bar which is required for 
the operation of torches, burners and furnaces for commercial and industrial applications. (Single stage 
regulation with reinforced diaphragm) 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 

Regulator inlet with additional shut-off valve for extra safety. 
 

No tools are required to connect the regulator to the valve. 

 

Materials and 
Standards: 

The SRG High Pressure Snap Tight Regulator is made of a zinc die casting (body and cover) and other 
corrosion-resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the     
Notified Body. 
 

Capacity: Rated for inlet pressure of between 2,5 and 16 bar the regulator has a capacity of 8,0 kg gas/hr. 

Operation: Connection lever and on/off tap interlocked to ensure easy and safe handling: 
- Connection is simple, by just pressing down 
- Cannot be unintentionally disconnected. 
- Switching on is possible only when the regulator is connected properly with the cylinder valve 
 
 
 

The delivery pressure can be adjusted between 0 and 2 bar by turning the control knob anti-clockwise 
for increasing the pressure, respectively clockwise for reducing the pressure. 
 

Packaging: The SRG High Pressure Snap Tight Regulator comes packed separately in a folding box. The folding 
boxes are packed in cardboard boxes. 

 
 



 
 

SRG LPG High Pressure Bayonet Regulator Type 558 
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Inlet Connection Outlet Connections 

 Bayonet Connection to            EN 
12864, fig. G.61 

  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  3/8 BSP - LH 
  other outlet connections available on request 

Outlet Pressure Color 

0-2 bar 
 blue grey  

 other colors available on request 
  

Product 
Description: 

The SRG Adjustable High Pressure Bayonet Regulator in connection with the SRG cylinder valve 
reduces the high gas pressure in the cylinder to the outlet pressure from 0-2 bar which is required for 
the operation of torches, burners and furnaces for commercial and industrial applications. (Single stage 
regulation with reinforced diaphragm) 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 

Regulator inlet with additional shut-off valve for extra safety. 
 

No tools are required to connect the regulator to the valve.  
 

For the outlet connection there is also an angled nozzle available. (see picture) 
 

Materials and 
Standards: 

The SRG High Pressure Bayonet Regulator is made of a zinc die casting (body and cover) and other 
corrosion-resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the    
Notified Body. 
 

Capacity: Rated for inlet pressure of between 2,5 and 16 bar the regulator has a capacity of 8,0 kg gas/hr. 

Operation: Connection lever and on/off tap interlocked to ensure easy and safe handling: 
- Connection is simple, by just pressing down and move clockwise for 45 degrees. 
- Cannot be unintentionally disconnected. 
- Switching on is possible only when the regulator is connected properly with the cylinder valve 
 

The delivery pressure can be adjusted between 0 and 2 bar by turning the control knob anti-clockwise 
for increasing the pressure, respectively clockwise for reducing the pressure. 
 

Packaging: The SRG High Pressure Bayonet Regulator comes packed separately in a folding box. The folding 
boxes are packed in cardboard boxes. 

 
 



 
 

SRG LPG Low Pressure Jumbo Regulator Type 591 
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Inlet Connection Outlet Connections 

 35 mm to EN 12864, fig. G.56 

  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  G1/4A-LH, to DIN 8542 
  other outlet connections available on request 

Outlet Pressure Color 

 28 mbar 
 30 mbar    50 mbar  

 other settings available on request 

 blue grey  
 black 

 other colors available on request 
  

Product 
Description: 

The SRG Jumbo Regulator in connection with the SRG cylinder valve reduces the high gas pressure in 
the cylinder to the low service pressure. The double stage design ensures an excellent regulator 
performance and characteristic. The regulator can be equipped with a pressure relief valve in the low 
pressure stage, opening at a nominal pressure of 150 mbar.  
 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 

The regulator can be equipped with a flow limiter which cuts off the gas flow automatically at approx. 
1500 l air/hr. (under normal cylinder pressure) in case of a ruptured gas tubing or the gas tubing is 
pulled off. After cut-off the gas escape is limited to maximum 35 l air/hr. 

No tools are required to connect the regulator to the valve. 
 

Materials and 
Standards: 

The SRG Jumbo Regulator is made of a zinc die casting (body and cover) and other corrosion-
resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the    
Notified Body. 
 

Capacity: Rated for inlet pressure of between 0,3 and 16 bar the regulator has a capacity of 2,0 kg gas/hr. 
 

Operation: The regulator is fixed to the cylinder valve by means of stainless steel balls which are held in the ball-
groove of the cylinder valve under the pressure of a spring loaded locking ring. The snap-in action of 
the coupling ensures a tight connection between the regulator and the cylinder valve. 
 
In its “ON”-Position the switch lever points in the same direction as the hose-nozzle and a flame 
symbol is visible on the switch lever. Both pressure control valves of the regulating system are now in 
their operating positions. In “OFF”-Position both valves are closed. 
. 

Packaging: The SRG Jumbo  Regulator comes packed separately in a folding box. The folding boxes are packed 
in cardboard boxes. 

 
 



 
 

SRG LPG Low Pressure Jumbo Regulator Type 592 Single Stage 
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Inlet Connection Outlet Connections 

 35 mm to EN 12864, fig. G.56 

  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  G1/4A-LH, to DIN 8542 
  other outlet connections available on request 

Outlet Pressure Color 

 28 mbar 
 30 mbar    50 mbar  

 other settings available on request 

 blue grey  
 black 

 other colors available on request 
  

Product 
Description: 

The SRG Jumbo Regulator in connection with the SRG cylinder valve reduces the high gas pressure in 
the cylinder to the low service pressure.  
 

The regulator can be equipped with a flow limiter which cuts off the gas flow automatically at approx. 
1500 l air/hr. (under normal cylinder pressure) in case of a ruptured gas tubing or the gas tubing is 
pulled off. After cut-off the gas escape is limited to maximum 35 l air/hr. 

The regulator can be equipped with a pressure relief valve in the low pressure stage, opening at a 
nominal pressure of 150 mbar. 

Materials and 
Standards: 

The SRG Jumbo Regulator is made of a zinc die casting (body and cover) and other corrosion-
resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the    
Notified Body. 
 

Capacity: Rated for inlet pressure of between 0,3 and 7,5 bar (BUTANE) the regulator has a capacity of 1,6 kg 
gas/hr. 
 

Operation: The regulator is fixed to the cylinder valve by means of stainless steel balls which are held in the ball-
groove of the cylinder valve under the pressure of a spring loaded locking ring. The snap-in action of 
the coupling ensures a tight connection between the regulator and the cylinder valve. 
 

Connection lever and on/off tap interlocked to ensure easy and safe handling: 

- Connection is simple, by just pressing down 

- Cannot be unintentionally disconnected. 

- Switching on is possible only when the regulator is connected properly with the cylinder valve. 
 

Packaging: The SRG Jumbo Regulator comes packed separately in a folding box. The folding boxes are packed in 
cardboard boxes. 

 



 
 

SRG LPG 2-Stage Low Pressure Jumbo Regulator Type 592 Two Stage 
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Inlet Connection Outlet Connections 

 35 mm to EN 12864, fig. G.56 

  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  G1/4A-LH, to DIN 8542 
  other outlet connections available on request 

Outlet Pressure Color 

 28 mbar 
 30 mbar    50 mbar  

 other settings available on request 

 blue grey  
 black 

 other colors available on request 
  

Product 
Description: 

The SRG Jumbo Regulator in connection with the SRG cylinder valve reduces the high gas pressure in 
the cylinder to the low service pressure. The double stage design ensures an excellent regulator 
performance and characteristic with a maximum pressure of 3 bar between the cylinder valve and the 
regulating device for any type of liquefied gas.  
 

The regulator can be equipped with a flow limiter which cuts off the gas flow automatically at approx. 
1500 l air/hr. (under normal cylinder pressure) in case of a ruptured gas tubing or the gas tubing is 
pulled off. After cut-off the gas escape is limited to maximum 35 l air/hr. 

The regulator can be equipped with a pressure relief valve in the low pressure stage, opening at a 
nominal pressure of 150 mbar.  

Materials and 
Standards: 

The SRG Jumbo Regulator is made of a zinc die casting (body and cover) and other corrosion-
resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the    
Notified Body. 
 

Capacity: Rated for inlet pressure of between 0,3 and 7,5 bar (BUTANE) the regulator has a capacity of 1,6 kg 
gas/hr. 

Operation: The regulator is fixed to the cylinder valve by means of stainless steel balls which are held in the ball-
groove of the cylinder valve under the pressure of a spring loaded locking ring. The snap-in action of 
the coupling ensures a tight connection between the regulator and the cylinder valve. 
 

Connection lever and on/off tap interlocked to ensure easy and safe handling: 

- Connection is simple, by just pressing down 

- Cannot be unintentionally disconnected. 

- Switching on is possible only when the regulator is connected properly with the cylinder valve. 
 

Packaging: The SRG Jumbo Regulator comes packed separately in a folding box. The folding boxes are packed in 
cardboard boxes. 



 
 

SRG LPG Low Pressure Mini Jumbo Regulator Type 596 
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Inlet Connection Outlet Connections 

 16 mm to EN 12864, fig. G.50 
  Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
  Nozzle 10, for hose with 10 mm inner dia., to EN 12864, fig. H.51 
  other outlet connections available on request 

Outlet Pressure Color 

 29 mbar 
 30 mbar 

 other settings available on request 

 blue grey  
 other colors available on request 

  

Product 
Description: 

The SRG Mini Jumbo Regulator in connection with the SRG cylinder valve reduces the high gas 
pressure in the cylinder to the low service pressure. The double stage design ensures an excellent 
regulator performance and characteristic. The regulator can be equipped with a pressure relief valve in 
the low pressure stage, opening at a nominal pressure of 150 mbar.  
 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 

The regulator can be equipped with a flow limiter which cuts off the gas flow automatically at approx. 
1500 l air/hr. (under normal cylinder pressure) in case of a ruptured gas tubing or the gas tubing is 
pulled off. After cut-off the gas escape is limited to maximum 35 l air/hr. 

No tools are required to connect the regulator to the valve. 
 

Materials and 
Standards: 

The SRG Mini Jumbo Regulator is made of a zinc die casting (body and cover) and other corrosion-
resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the    
Notified Body. 
 

Capacity: Rated for inlet pressure of between 0,3 and 16 bar the regulator has a capacity of 2,0 kg gas/hr. 
 

Operation: The regulator is fixed to the cylinder valve by means of stainless steel balls which are held in the ball-
groove of the cylinder valve under the pressure of a spring loaded locking ring. The snap-in action of 
the coupling ensures a tight connection between the regulator and the cylinder valve. 
 
In its “ON”-Position the switch lever points in the same direction as the hose-nozzle and a flame 
symbol is visible on the switch lever. Both pressure control valves of the regulating system are now in 
their operating positions. In “OFF”-Position both valves are closed. 
. 

Packaging: The SRG Mini Jumbo  Regulator comes packed separately in a folding box. The folding boxes are 
packed in cardboard boxes. 

 
 



 
 

SRG LPG Low Pressure Mini Jumbo Regulator Type 596-1 
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Inlet Connection Outlet Connections 

 16 mm to EN 12864, fig. G.50 
  
    Nozzle 8, for hose with 8 mm inner dia., to EN 12864, fig. H.50 
 

Outlet Pressure Color 

 30 mbar  blue grey  

 
 

 

Product 
Description: 

The SRG Mini Jumbo Regulator in connection with the SRG cylinder valve reduces the high gas 
pressure in the cylinder to the low service pressure. The regulator can be equipped with a pressure 
relief valve in the low pressure stage, opening at a nominal pressure of 150 mbar.  
 

The body and cover of this regulator form a sealed unit after assembly in order to prevent any external 
interference which may affect the regulating mechanism. 

The regulator can be equipped with a flow limiter which cuts off the gas flow automatically at approx. 
1500 l air/hr. (under normal cylinder pressure) in case of a ruptured gas tubing or the gas tubing is 
pulled off. After cut-off the gas escape is limited to maximum 35 l air/hr. 

No tools are required to connect the regulator to the valve. 
 

Materials and 
Standards: 

The SRG Mini Jumbo Regulator is made of a zinc die casting (body and cover) and other corrosion-
resistant and LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of EN 549 as 
well as in accordance with SRG’s own stringent specifications.  

Quality 
standards: 

SRG’s quality-control system carries an ISO 9001 certificate and is continually assessed by the    
Notified Body. 
 

Capacity: Rated for inlet pressure of between 0,3 and 16 bar the regulator has a capacity of 2,0 kg gas/hr. 
 

Operation: The regulator is fixed to the cylinder valve by means of stainless steel balls which are held in the ball-
groove of the cylinder valve under the pressure of a spring loaded locking ring. The snap-in action of 
the coupling ensures a tight connection between the regulator and the cylinder valve. 
 
In its “ON”-Position the switch lever points in the same direction as the hose-nozzle and a flame 
symbol is visible on the switch lever. The pressure control valve of the regulating system is now in their 
operating positions. In “OFF”-Position the valve is closed. 
. 

Packaging: The SRG Mini Jumbo  Regulator comes packed separately in a folding box. The folding boxes are 
packed in cardboard boxes. 



 
 

SRG LPG High Pressure Compact Adaptor Type 640 
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Inlet Connection Outlet Connections 

  20 mm to EN 12864, fig. G.52 
  21 mm to EN 12864, fig. G.53 
  22 mm to EN 12864, fig. G.54 

  W 21,8 DIN 477 Nr. 1 to EN 12864 fig. G.4 
  W20x1/14-LH, to EN 12864, fig. G.5 
  W22x1/22-LH to EN 12864, fig. G.6 
  ¼”-18 NPT 
  20x1/14-LH, to EN 12864 
  other outlet connections available on request 

Outlet Pressure Color 

  unreduced pressure 
 blue grey  

 other colors available on request 
  

Product 
Description: 

The SRG Compact Adaptor in connection with the cylinder valve allows to deliver an unreduced 
pressure which is required for the operation of torches, burners and furnaces for commercial and 
industrial applications. 

All outlet connections are available either in vertical or horizontal position. 

Inside the outlet connection is a piston which prevents the gas flow to the cylinder. Further safety in the 
case of a fire is given by the fusible catch. 

The adaptor can be equipped with a sealing bush in the outlet connection. 

There are no tools required to connect the adaptor to the valve. 

Materials and 
Standards: 

The SRG Compact Adaptor is made of a zinc die casting (body) and other corrosion-resistant and 
LPG-proof materials such as brass, stainless steel and acetal resin. 

The rubber materials used are developed and produced according to the requirements of  EN 549 as 
well as SRG’s own stringent specifications. 

Quality 
standards: 

SRG’s quality-control system carries an  ISO 9001 certificate and is continually assessed by the 
Notified Body. 
 

Capacity: Rated for inlet pressure of between 0,3 and 16 bar the adaptor has a capacity of 8,0 kg gas/h. 
 

Operation: Catch and on/off tap interlocked to ensure easy and safe handling: 
 - Connection by just pressing down 
 - No unintentional disconnection 
 - Switching on is possible only when the adaptor is connected properly with the cylinder valve.. 

Packaging: The SRG Compact Adaptor is packed separately in a folding box. The folding boxes are packed in 
cardboard boxes and are delivered on wooden pallets. 

 
 






